Appendix 6

Requirements for Motorcycle Confirmatory Selective Test

1.

For the motorcycles that already have obtained their Certificate of Conformity,
the central competent authority may conduct the confirmatory selective tests to
verify whether or not the mass-production motorcycles comply with the emission
standards and the relevant regulations. The test method shall be in accordance
with the provisions stipulated in the emission standards; the applicant shall send
the confirmatory selective test motorcycles according to the central competent
authority scheduled time and designated inspection and testing organization to
conduct the tests; only OBD tests are allowed for the applicant to apply for
schedule time extension according to the actual needs and the applicant is
responsible for all the relevant fees. Being approved by the competent authority,
the applicant may designate his own inspection and testing laboratory to conduct
the OBD tests.

2.

The central competent authority may designate the motorcycle engine family,
motorcycle model for the confirmatory selective test, the applicant shall provide
untested new mass-production motorcycles for selection by the competent
authority and the number of provided motorcycles shall be at least 3 times the
number for the tests. The sapling ratios for the preliminary confirmatory selective
test are stipulated as follows:

2.1.

For the driving cycle test and idle test: if the annual sales of the same engine
family exceeds 50,000 units, 10 units shall be selected for the test; If the
annual sales of the same engine family is over 10,000 units but less than
50,000 units, 5 units shall be selected for the test; If the annual sales of the
same engine family is less than 10,000 units, per each 2,000 units increment,
one unit shall be selected for the test; if the annual sales is less than 2,000 units,
one unit shall be selected for the test.

2.2.

For the fuel tank and fuel supply system Hydrocarbons (HC) evaporative test,
one motorcycle per each engine family shall be selected for the test.

2.3.

For the Onboard Diagnostic System (OBD) test, one motorcycle per each
engine family shall be selected for the test.

2.4.

If the central competent authority thinks that the motorcycle model may fail to
comply with the emission standards, the number of motorcycles to be selected
for the test may be increased in that engine family.

3.

The motorcycle selection locations for the confirmatory selective test:

3.1.

Storage area owned by the applicant for the motorcycles that have completed
and passed the inspection.

3.2.

The Customs warehouse of Republic of China (Taiwan).

3.3.

Applicant's designated domestic representative, distributor or dealer’s
motorcycle storage locations.
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4.

4.1.

The motorcycles for the confirmatory selective test shall conduct run-in by the
applicant to the minimum necessary mileage to stabilizing the emission test
results, but the maximum break-in mileage shall not exceed 1,500 km.
The run-in time period limits are stipulated as follows:

4.1.1. Number of motorcycles between 1 ~ 5 units: 15 working days.
4.1.2. Number of motorcycles between 6 ~ 15 units: 20 working days.
4.1.3. Number of motorcycles between 16 ~ 25 units: 24 working days.
4.1.4. Number of motorcycles more than 26 units: 36 working days.
4.2.

The fuel that being used during the run-in duration shall be the test fuel (or gas)
listed in the test fuel regulation issued by the central competent authority or
the vehicle fuel that being sold in domestic gas stations.

4.3.

During run-in period, the confirmatory selective test motorcycles shall not be
conducted adjustments, maintenance or inspections by the applicant, unless
being reported to and approved by the central competent authority. Under
supervision by the competent authority designated personnel and using the
instruments, equipment or tools with the same functions used by the service
station of the dealer to perform adjustments, maintenance and inspections.

5.

If the confirmatory selective test motorcycle is unable to be tested due to accident
or the central competent authority thinks the selected confirmatory selective test
motorcycle is no longer representative for the said engine family, the central
competent authority shall cancel its eligibility and select another motorcycle as
replacement, the replacement motorcycle number shall be according to the
sampling ratio determined by the central competent authority. The applicant shall
not raise any objections to that test motorcycle or test result values.

6.

If the confirmatory selective test motorcycle has failed the test, but still inside the
inspection and testing organization and without any adjustments, maintenance or
inspections that may influence the test results, the applicant may request for one
repeat test, the test results shall be deemed as the final results.

7.

If all the confirmatory selective test motorcycles comply with the emission
standards, the motorcycle model shall be determined as in-compliance with the
emission standards. If any motorcycle has failed the test, within 15 days after
receipt of the notice from the competent authority, the applicant may send a letter
of request to inform the competent authority for a repeat test or the applicant may
accept the fail result of the confirmatory selective test. The requirements for the
repeat test are stipulated as follows:

7.1.

Within 30days after receipt of notification from the competent authority, the
applicant shall provide sufficient number of motorcycles for the competent
authority to select for the repeat test; if the applicant unable to provide enough
motorcycles before the deadline, he shall apply for n deadline extension. Fail
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to meet the deadline shall be deemed as forfeit the right to request for repeat
test.
7.2.

The sampling number for the repeat test shall be determined by the applicant,
but must not less than twice the number of failed motorcycles during the
preliminary test.

7.3.

The relevant items such as test motorcycles selection, run-in procedures and
testing methods are the same as the preliminary test.

7.4.

For the motorcycles that failed the test, the applicant may request to perform
one repeat test in accordance with provision 6 of this Appendix.

8.

The determination basis for the repeat test is when all the arithmetic average
values of each individual pollutant test results are below the emission standards,
the repeat test shall be deemed as in-compliance with the emission standards
otherwise being deemed as non-compliance. As to the motorcycles that failed the
preliminary or repeat test, the applicant shall explain the causes for
non-compliance and propose correction measures to the central competent
authority for future reference.

9.

As to the motorcycles that failed in the preliminary test and all the motorcycles
being selected for the repeat test, if the arithmetic average values of each
individual pollutant test results are below the emission standards, then the new
motorcycle confirmatory selective test shall be deemed as in-compliance with the
emission standards otherwise shall be deemed as non-compliance.
If the previous item is the OBD test, then the sum of the number of motorcycles
failed the preliminary test and the number of motorcycles failed the repeat test,
divided by the sum of number of motorcycles failed the preliminary test and the
total number of motorcycles performed the repeat test shall be calculated. If the
calculated value is less than 0.4 and the sum of the number of motorcycles
failed the preliminary test and the number of motorcycles failed the repeat test is
less than 4, then the confirmatory selective test shall be determined as
in-compliance with the emission standards otherwise shall be determined as
non-compliance. The compliance determination formulas are as follows:
Formula 1: (number of motorcycles failed the preliminary test ＋ number of
motorcycles failed the repeat test) ÷ (number of motorcycle failed the
preliminary test ＋ total number of motorcycles performed the
repeat test) ＜0.4.
Formula 2: (number of motorcycles failed the preliminary test ＋ number of
motorcycles failed the repeat test) ＜4.

47

